RELIANT EMC)Y)

EMC Test Design Meter Selection

Probe: PI-07
Electric. NEW!

Probe: PI-SH
ICNIRP or FCC
Shaped
Electric

Probe: PI-05
Electric

Probe: PI-03P
Pulsed Electric

Probe: PI-03
Electric

Probe: PI-01
Electric

Probe: PI-01C
Selective
Electric

Probe: PI-O1LF
Electric

Probe: PI-01V
Selective
Electric

Probe: PI-O1E
Electric

Probe: PI-H1
Magnetic

2 MHz - 60 GHz

100 KHz- 8 GHz

1 MHz - 40 GHz

100 MHz - 18 GHz

3 MHz - 18 GHz

0.2 MHz - 3 GHz

300 - 3000 MHz

10 KHz - 3 GHz

900-1900 MHz.

Dual GSM band.

0.1 MHz - 6 GHz

500 KHz - 50 MHz

4-1000 V/m.

0.5 - 1000%
of STD
(Power Density)

2-1000 V/m.

70-1400 V/m.
RF pulse width
>1 us.

0.8 - 800 V/m

0.2 - 600 V/m

0.4 - 500 V/m

0.2* - 600 V/m

(*) Depends on
frequency, scc
the data sheet.

0.4 - 400 V/m

0.3 - 600 V/m

0.05 - 20 A/m

Meter:
RFP-OSM

Meter:
RFP-05M

Meter:
RFP-OSM

Meter:
RFP-OSM

Meter:
RFP-04,
RFP-OSM

Meter:
RFP-04,
RFP-OSM

Meter:

RFP-04,
RFP-05M

Meter:
RFP-04,
RFP-0SM

Meter:
RFP-04,
RFP-OSM

Meter:
RFP-04,
RFP-OSM

Meter:
RFP-05M

MEASUREMENT YOU CAN TRUST
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